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SMART, SAFE, AND RUGGED POWER
FOR MOBILE PROFESSIONALS 

Converts vehicle power to support your mobile technology needs
120W DC Power Supplies
Detachable 72" power cables
Patent-pending twist-to-lock DC power connectors
Replaceable fuse with cover
LED power indicator
Bare-wire input cable

HAVIS DC POWER SUPPLIES FOR 
PANASONIC DOCKING STATIONS
120N-B01-S03-1, 120N-B01-R03-1

120N-B01-S03-1 120N-B01-R03-1



WATTS 120

VOLTAGE 12-16 VIN DC, 15.6V OUTPUT

INPUT CABLE 72" LONG BARE-WIRE, 16AWG

120N-B01-S03-1
OUTPUT CABLE 72" LONG WITH STRAIGHT PANASONIC CONNECTOR

120N-B01-R03-1
OUTPUT CABLE

72" LONG WITH 90° RIGHT ANGLE PANASONIC
CONNECTOR

OUTPUT CURRENT UP TO 7.75 AMPS

GROSS WEIGHT 0.6 LBS

DIMENSIONS 1.10” (2.79 CM) H X 2.99” (7.60 CM) W X 6.70” (17.0 CM) D

EFFICIENCY >89%

INPUT CURRENT UP TO 15A

OUTPUT VOLTAGE
RIPPLE 250MV PK-PK (MAX)

OPERATING
ENVIRONMENT -22°F TO 118°F (-30°C TO 48°C), 95% RH

DS-PAN-720 TOUGHBOOK G2

DS-PAN-1110 TOUGHBOOK 33 2-IN-1

DS-PAN-1210 TOUGHBOOK 33 & 33 5G

DS-PAN-1500 TOUGHBOOK 40

DS-PAN-430 TOUGHBOOK 55

DS-PAN-1010 TOUGHBOOK G2 2-IN-1

DS-PAN-1400 TOUGHBOOK A3
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KEY FEATURES:
Fully potted for tough conditions
Smart & reliable power conversion
Simple & secure connections
User-focused engineering
UL safety approved for dependable operation
Versatile mounting options

PRODUCT SPECIFICATIONS

DEVICE COMPATIBILITY

DEVICE COMPATIBILITY

HAVIS DC POWER SUPPLIES FOR 
PANASONIC DOCKING STATIONS
120N-B01-S03-1, 120N-B01-R03-1

120N-B01-R03-1

120N-B01-S03-1


